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DS-2AF1-714/716/718
IR Analog Speed Dome

• 1/4" SONY CCD
• 3D intelligent positioning
• Up to 36X optical zoom, 16X digital zoom
• 80m IR range
• Weather proof: IP66 Standard

Specifi cations

Unit: mm                       

3D Position

DS-2AF1-714 (Outdoor) DS-2AF1-716 (Outdoor) DS-2AF1-718 (Outdoor) 

Camera

Image Sensor 1/4’’ Sony Super HAD CCD

Effective Pixel PAL: 752 (H) × 582 (V)
NTSC: 768 (H) × 494 (V)

Horizontal Resolution Color: 480 TVL
B/W: 520 TVL

Color: 540 TVL
B/W: 570 TVL

Signal System PAL / NTSC

Min. Illumination
Color: 0.2 Lux @ F1.6
B/W: 0.02 Lux @ F1.6 
0 Lux with IR

Color: 0.2 Lux @ F14
B/W: 0.02 Lux @ F1.4
0 Lux with IR

White Balance Auto / Manual / ATW / Indoor / Outdoor
AGC Auto / Manual
S/N Ratio ≥ 50 dB
BLC On / Off

Shutter Time PAL: 1/50 - 1/10,000s 
NTSC: 1/60 - 1/10,000s

Day & Night IR Cut Filter
Digital Zoom — 16x
Focus Model Auto / Semiautomatic / Manual

Lens

Focal Length 3.84 - 88.4 mm, 23X 3.5 - 105 mm, 30X 3.4 - 122.4 mm, 36X

Zoom Speed Approx. 5.1 s (Optical Wide-
Tele) Approx. 5.4 s (Optical Wide-Tele)

Angle of View 52.2° - 2.36° (Wide-Tele) 56.4° - 2.0° (Wide-Tele) 57.8° - 1.7° (Wide-Tele)  
Min. Working Distance 10 - 1,200 mm (Wide-Tele) 10 - 1,000 mm (Wide-Tele)
Aperture Range F1.6 - F4.5 F1.4 - F3.7 F1.6 - F4.5


